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Versatile metal case chassis for multiple converter installations, sixteen front panel slots available for MF, 
MG & MS series of Media Converters in 19-inch Rack Mount. Redundant power supply and Plug and Play 
Operation with LED Indication for Primary and Secondary Power Supplies available as wells as LED 
Indication for Converters. 
The RM16 Chassis is a 19-inch rack mountable Conversion Centre, capable of serving up to 16 x MF100, 
MG100 or MS100/200 Series of Media Conversion modules. In addition to the internal power supply, a back-
up power supply is available and built-in. This unit and all MF, MG and MS Series of conversion modules are 
CE and FCC Class A approved and they also conform to CCITT specifications
 
 

 
 

-  Versatile chassis for multiple converter installations  

-  Sixteen front panel slots for MF100, MG100 & MS100/200 series of Media Converter 

-  19-inch rack mount  

-  Redundant power supply  

-  Plug and Play operation  

-  LED indication for Primary and Secondary 

   Power Supplies  

-  LED indication for Converters  

-  Rugged metal case 
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RM16 Chassis 16 Slot - Media Converter Center

Media Converter

Key features



DISCLAIMER: 
All statements, technical information and recommend ations contained in this documentation have been ca refully checked for reliability; however no respons ibility is assumed 
for inaccuracies. The information contained in this  documentation is subject to change without notice.  

 

Application 

 

Specification 
Diagnostic LED: MB, MN 
Safety Standards: UL, CSA, FCC Part 15 Class B, CE  
Number of ports: 16 slots for MC, MG, MS series Media Converter 
Power: Input:100-240V - 150W - 50-60Hz 
Redundant Power: Input:100-240V, 150W, 50-60Hz  
Operating Temperature: -40° ~ 85° C   
Storage Temperature: -40°C - +70°C  
Humidity: 5 - 90% non condensing  

Dimension 
Dimension: 294 x 283 x 100 mm (W x D x H) 
Weight: 5 Kg (Net weight)  
Safety Standards: Electrical: UL , CSA  
EMI: FCC Part 15 Class B, CE  

Order Information 
RM16   Media Converter Centre 16 slots chassis 19” - with redundant Power Supply 
 
The modules that can installed inside RM16 are the following: 
MF101 10/100TX to 100BaseFX – 2 km. switching converter (Multi-mode SC conn.) 
MF102 10/100TX to 100BaseFX – 25 km. switching converter (Single-mode SC conn.) 
MF103 10/100TX to 100BaseFX – 40 km. switching converter (Single-mode SC conn.) 
MF104 10/100TX to 100BaseFX – 60 km. switching converter (Single-mode SC conn.) 
MF105 10/100TX to 100BaseFX – 120 km. switching converter (Single-mode SC conn.) 
MF108    100FX to 100BaseFX – Multi-mode to Single-mode 25 km. switching converter (Multi-mode and Single-mode SC 

conn.) 
MG101 1000T to 1000BaseSX – 550 mt. switching converter (Multi-mode SC conn.) 
MG102 1000T to 1000BaseLX – 10 km. switching converter (Single-mode SC conn.) 
MG103 1000T to 1000BaseLX – 25 km. switching converter (Single-mode SC conn.) 
MG104 1000T to 1000BaseLX – 40 km. switching converter (Single-mode SC conn.) 
MG105 1000T to 1000BaseLX – 60 km. switching converter (Single-mode SC conn.) 
MG106 1000T to 1000BaseLX – 80 km. switching converter (Single-mode SC conn.) 
MG107 1000T to 1000BaseLX – 120 km. switching converter (Single-mode SC conn.) 
MG108 1000SX to 1000BaseLX – Multi-mode to Single-mode 10 km. switching converter (Multi-mode and Single- 
MS101 Single Fiber Media Converter 10/100TX-100FX - TX:1310/RX1550 – 20KM 
MS102 Single Fiber Media Converter 10/100TX-100FX - TX:1550/RX1310 – 20KM 
MS103 Single Fiber Media Converter 10/100TX-100FX - TX:1310/RX1550 – 40KM 
MS104 Single Fiber Media Converter 10/100TX-100FX - TX:1550/RX1310 – 40KM 
MS105 Single Fiber Media Converter 10/100TX-100FX - TX:1310/RX1550 – 60KM 
MS106 Single Fiber Media Converter 10/100TX-100FX - TX:1550/RX1310 – 60KM 
MS107 Single Fiber Media Converter 10/100TX-100FX - TX:1310/RX1550 – 80KM 
MS108 Single Fiber Media Converter 10/100TX-100FX - TX:1550/RX1310 – 80KM 
MS201 Single Fiber Giga Converter 10/100/1000T - TX:1310/RX1550 – 10KM 
MS202 Single Fiber Giga Converter 10/100/1000T - TX:1550/RX1310 – 10KM 
MS203 Single Fiber Giga Converter 10/100/1000T - TX:1310/RX1550 – 20KM 
MS204 Single Fiber Giga Converter 10/100/1000T - TX:1550/RX1310 – 20KM 
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